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Composizione: 100% fibra di vetro Composition: 100% coated glass fiber laminated

Reazione al fuoco: B-s1, d0 (EN 15102) Fire reaction: B-s1, d0 (EN 15102)

Certificato Oekotex Classe 1 Oekotex certificate: product Class 1

Lavabile (EN-12956), disinfettabile Washable (EN-12956), can be disinfected

Emissioni in ambienti interni: A+ (molto basse) Emission in indoor air: A+ (very low)

Applicabile con collanti in pasta specifici direttamente sul muro (vedi sez. Accessori) Apply with specific past glues directly on the wall (see Accessories section)

Per la pulizia utilizzare detergenti neutri For cleaning, use neutral detergents

Prodotto in Italia Made in Italy

CARTA DA PARATI
FIBRA DI VETRO

wallpaper
Fiberglass

Wall covering made of natural and 
non-toxic raw materials (sand, silica 
and lime) with UV gel digital overprint.

Rivestimento murale realizzato 
in materie prime naturali e 
atossiche (sabbia, silice e calce) 
con sovrastampa digitale in UV gel.

LARGHEZZA ROTOLO
ROLL WIDTH 
95 cm

GRAMMATURA
WEIGHT 
200 g/m2

100% LAVABILE
WASHABLE

IGNIFUGO 
CLASSE B-s1 d0

FLAME RETARDANT
B-s1 d0 CLASS

TECHNICAL DATA SHEET

CARATTERISTICHE TECNICHE

La bassissima carica elettrostatica evita l’accumularsi di 
polvere e di sostanze allergeniche: è stato infatti selezionato 
per le finiture delle pareti di palazzi residenziali e hotellerie 
certificati Leed Platinum.
A conclusione della posa della fibra di vetro applicare sempre 
il trattamento Mapecoat Decor Protection.

The very low electrostatic charge prevents the accumulation 
of dust and allergenic substances: it has been selected for the 
wall finishes of residential buildings and hotels certified Leed 
Platinum.
At the end of laying the fiberglass, always apply the Mapecoat 
Decor Protection treatment.

IDEALE 
PER AMBIENTI UMIDI
PERFECT IN WET AREAS

Per una migliore resa cromatica del parato, si consiglia 
di stendere sul fondo una mano di colore di una tonalità 
coordinata alla grafica scelta.

For a better colour rendering of the wallpaper, it is advisable to 
apply a coat of colour to the substrate in a shade coordinated with 
the chosen graphics.

CAMPI D'IMPIEGO
Grazie alla sua elevata resistenza è 
perfetto in ambienti soggetti ad alta 
sollecitazione o umidi, compresi gli 
interni doccia.

APPLICATION AREAS
Thanks to its high resistance it's perfect in 
area subjected to high stress or humidity, 
including shower interiors.

ELEVATA RESISTENZA 
ALLO STRAPPO

HIGH TEAR RESISTANCE

LEED


